























STOVE INDUSTRY ASSOCIATION

clearSkies
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HPV5 MULTI-FUEL STOVE

WITH CURVED DOOR AND CANOPY ON
50MM LEGS SHOWN IN AN INGLENOOK
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Purevision™
HPV5W HERITAGE MULTI-FUEL STOVE

The HPV5 Wide is a traditionally styled 5kW wide stove with an expansive glass
window for optimal viewing of the high definition flames. The extra-wide cast iron
door has a choice of curved or square styling. Available in black with a choice

of 3 different leg heights.

* SIA Ecodesign certified, DEFRA exempt e Optional external air kit for direct
for burning wood in smokeless zones, connection to the outside, potentially
and clearSkies Level 5 certified eliminating the need for fixed exterior

e Patented tertiary air-profiling system, ventilators in houses built after 2008

contributing to clean combustion e High-quality cast ceramic firebox liners
and high efficiency that are self-cleaning, hardwearing

e Powerful airwash that aids the clean burning and extremely attractive

of the stove to produce the High-Definition e Full multi-fuel capability as standard

(HD) flame picture e Optional log stores

* 3.9-7.5kW operating range e Full-sized cast iron door with curved

* Unique in-house developed hybrid prism or square door styling choice

baffle system e Choice of 3 leg heights.

* Available with either square or curved door

HPV5W curved HPV5W curved HPV5W curved HPV5W curved
on 50mm legs on 75mm legs on 100mm legs on 50mm legs
with canopy

HPV5W Square HPVSW Square HPV5SW Square HPV5W Square on
on 75mm legs on 100mm legs on log store log store with canopy

with canopy with canopy
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HPV5SW MULTI-FUEL STOVE

WITH CURVED DOOR AND CANOPY ON
100MM LEGS SHOWN IN AN INGLENOOK

HPV5W with square door and canopy on 100mm legs

SCAN THE QR CODE
TO SEE THE HPV5W
HERITAGE STOVE IN
ACTION ON YOUTUBE

N

O
12 YEAR
LD
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STOVE SPECIFICATIONS

BPV5-SLIM/ BPV5W-SLIM/
Countryman Countryman BPVS BPVSW
Slim BPV5W Wide Slim Countryman | Countryman

Fuel: Solid Fuel Solid Fuel Solid Fuel Solid Fuel Solid Fuel Solid Fuel Solid Fuel

ek or Wood or Wood or Wood or Wood or Wood or Wood or Wood
Flue: Top & Rear Top & Rear Top & Rear Top & Rear Top & Rear Top & Rear Top & Rear
Flue Diameter: 127mm (5") 127mm (5") 127mm (5") 127mm (5") 127mm (5") 127mm (5") 127mm (5")
Appliance Gross
Weight (kg): 105 94 120 105 153 110 125
Bifielney (6o 80.2/82.0* 79/80.9* 82.2/78.2% | 77.1/82.5% | 76.7/80.0 | 80.2/82.0 | 82.2/78.2
wood/solid fuels:
Declared Nominal
Output (KW): 5 5 5 5 8.5 5 5
Approximate 3.1-6 3.9-6.8 3.8-8 3.8-6.5 4.9-10 3.1-6 3.8-8
output range (kW):
Distance to Rear 100 Rear 100 Rear 150 Rear 150 Rear 200 Rear 100 Rear 100
combustibles (mm): Side 250 Side 250 Side 250 Side 250 Side 300 Side 250 Side 250
Distance to non- Rear 50 Rear 50 Rear 50 Rear 50 Rear 50 Rear 50 Rear 50
combustibles (mm):** | Top & Side 50| Top & Side 50 | Top & Side 50 | Top & Side 50 | Top & Side 50| Top & Side 50 | Top & Side 50
Max Log Length (mm): 300 300 400 400 400-650 300 400
EEI Classiﬂcgtion A A At A A A At
for ecolabelling:
clearSkies Level: 5 5 5 5 4 5 5

* For multi-Fuel Stoves Figures ** Minimum clearances required. Heat output would be improved with a 150mm gap

HERITAGE PV RANGE HEIGHTS WITH ACCESSORIES

ACCESSORY HEIGHT WITH HPV5/HP5SW (mm)
50mm Leg 566
75mm Leg 591
100mm Leg 616
50mm Leg with Canopy 736
75mm Leg with Canopy 761
100mm Leg with Canopy 786
Log Store 776
Log Store with Canopy 946

HERITAGE PV RANGE CLEARANCES FROM COMBUSTIBLES TABLE

REAR

SINGLE WALL

FLUE

NO SHIELD

REAR

REAR

SINGLE WALL

FLUE

UPPER SHIELD FITTED

REAR

TWIN WALL FLUE | TWIN WALL FLUE
UPPER SHIELD FITTED

NO SHIELD

Heritage Purevision 700mm 300mm 250mm 250mm 200mm
5kW HPV5 (from side plate) (from top plate) (from top plate) (from heatshield) (from top plate)
Heritage Purevision 750mm 350mm 300mm 300mm 200mm
5kW Wide HPV5W (from side plate) (from top plate) (from top plate) (from heatshield) (from top plate)

Note: Twin wall adaptor flue lengths that insulate the flue pipe connector right down to the top plate of the

stove can be used as an alternative to the upper heat shield and conventional single to twin wall adaptor.
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CPV5W- BPVR
CPV5W SLIMLINE CYLINDER HPV5W LPV5 LPV8 BPV5i BPV5iW
Solid Fuel Solid Fuel Solid Fuel Solid Fuel Solid Fuel o Wood L Wood L Solid Fuel Solid Fuel
or Wood or Wood or Wood or Wood r Wood ood Logs ood Logs or Wood or Wood
Top & Rear | Top & Rear | Top & Rear | Top & Rear | Top & Rear | Top & Rear | Top & Rear Top Top
127mm (5") | 127mm (5") | 127mm (5") | 127mm (5") | 127mm (5") | 127mm (5") | 127mm (5") | 127mm (5") | 127mm (5")
146 130 94 96 105 96 132 91 109
82.2/78.2* 77.1/82.5* 76.8/81.8* 80.6/82.2* 80.5/83.4* 79.6 76.5 80.2/82.0* 82.2/78.2
5 5 5 5 5 5 8 5 5
3.8-8 3.8-6.5 3.2-6.8 3.9-7.1 3.9-7.5 3.8-7.1 5-9.9 3.1-6 3.8-8
Rear 150 Rear 150 Rear 175 see below see below Rear 80 Rear 200 Top 250 Top 275
Side 250 Side 250 Side 400 Side 650 Side 750 Side 150 Side 100
Rear 50 Rear 50 Rear 50 Rear 50 Rear 50 Rear 50 Rear 50 B B
Top & Side 50 |Top & Side 50|Top & Side 50|Top & Side 50|Top & Side 50|Top & Side 50|Top & Side 50
400 400 300 325 400 320 550 300 400
A+ A A A+ A+ A A A A+
5 4 5 5 5 5 4 5 5

The Purevision Stoves Collection
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BPV STOVE DIMENSIONS

442
425

480-490

| -Riddle may
oject uj
fotoomm
in operation

BPV5 W=454mm BPV5W W=554mm BPVS5 Slimline

Adjustable Feet

BPV5W Slimline

Riddle may
project up

00mm
in operation

BPV5 Countryman Slimline BPV5SW Countryman
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BPV5W Countryman Slimline

402

]

352

The Purevision Stoves Collection

Optional Heat Deflector
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BPV LOG STORE DIMENSIONS

BPV5 Short Log Store W=454mm BPV5W W=554mm

:
|
.

'
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BPV STOVE STAND DIMENSIONS

423

554

—u:

BPV5 Stand W=454mm PV5W W=554mm BPV5W Slimline Stand

418

BPV8 Stand BPV5 Countryman Stand

BPV5W Countryman Stand
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LPV DIMENSIONS

LPV5 LPV8

755

LPV5 on Leg Stand LPV8 on Leg Stand

D14 15,

©
kd
= et =
750

358

LPV5 on Pedestal Stand LPV8 on Pedestal Stand

762

647
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LPV8 on Log Store

LPV5 on Wall Mounting Bracket LPV8 on Wall Mounting Bracket
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BPVR DIMENSIONS

445 Diameter

Firebox front
180 Degree
Viewing Angle

BPVR cylinder

465 Diameter

BPVR cylinder on low pedestal stand BPVR cylinder on high pedestal stand

465 Diameter

445 Diameter

Optional Door
Assembl

Optional Door
Assembl,

1226

1141

BPVR cylinder on low log store with door BPVR cylinder on high log store with door
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CLASSIC DIMENSIONS
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CPV5W CPV5W slimline
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The Purevision Stoves Collection www.charltonandjenrick.co.uk | 61



INSTALLATION OPTIONS

Limestone Surround

The most luxurious installation option,
for either inset or freestanding stoves.
More suited to a traditional interior,

a limestone fireplace is sure to leave

a lasting impression on all of your guests.

Inglenook

Create a cosy environment for snug interior
spaces. Choose between a wide variety of
wooden beams to create a traditional look
that matches your home, or no wooden beam

for a more modern look.

Free-standing

Perfect for open plan living environments,
creating a central feature. Purevision stoves
are easily capable of heating a large space,

making your home perfect for entertaining.
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INSTALLATION GALLERY
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TECHNICAL DESIGN AND PERFORMANCE DETAILS

Charlton & Jenrick invests in a substantial programme of continuous research and development from

which the Purevision range of clearSkies and SIA Ecodesign high-technology wood and multi-fuel

burning stoves have emerged. Giving the user high-efficiency performance and low emissions by

incorporating a patented bespoke air profiling system and constructed with ultra-high specification

materials and workmanship, the range has set new standards in multi-fuel home heating.

The team here at Charlton & Jenrick has developed
no-compromise examples of the latest batch-fed
combustion technology, meeting or exceeding the
toughest emissions standards in Europe — amongst the
highest in the world — whilst maintaining state-of-the-art
thermal efficiencies of up to 87%. This level of
performance was long thought to be nearly impossible,
but here it is in production, ready for you to enjoy

the benefits whilst as far as possible protecting the
environment. Long gone is the theory that you need

a dedicated wood burner rather than a multi-fuel stove
for the best possible combustion of wood. Charlton

& Jenrick has once and for all solved that conundrum

and turned it into a myth.

Not satisfied with merely achieving technical combustion
excellence for environmental and efficiency benefits,
Charlton & Jenrick has incorporated a huge number

of advanced features into all its products for ultimate
ease of installation, operation and use in the home

environment.

The range comprises inset, freestanding, heat exchanger
and wall-mounted models from 5kW nominal, through
5kW wide and panoramic models to the larger 8.5kW
fireboxes for greater presence and flame picture impact.
Externally the heavyweight doors have elegant lines

and sophisticated curves to complement and enhance

a vast range of interior design or fireplace choices.
Exceptionally large glass panels maximise the view of the
spectacular yet low emission wood flames. Freestanding
models benefit from optional stands and log stores for
convenience and ease of use. Pedestals are also available
for the BPVR range to make operation and refuelling a
pleasure. For installation flexibility, all freestanding

models are compatible with superimposed hearths.

Inset models retain all the aesthetic qualities of the
freestanding models and avoid compromise often seen
with inset stoves. Every model uses patented tertiary air

profiling technology, cast with exquisite detail into the

64 | For more information call 01952 200444

fine quality high-durability ceramic firebox liners. All stoves

in the Purevision range have 5" flue connectors with top
and rear options on freestanding models. A dedicated
external air system can provide 100% combustion air from
outside the property, in most cases effectively eliminating
the need to install open air vents to the room. Automatic
door latches and the broad air cooled solid stainless

steel handle mean that refuelling actions are smooth

and simple. A single laser-etched stainless steel air control
lever automatically distributes combustion air to the
firebox for the optimum burn. Inside, most components
are removable without any tools for easy cleaning and
servicing. The unique Purevision active baffle system is
constructed from solid stainless steel and provides bespoke
operational flexibility that no other UK stove manufacturer

can currently offer.

To complete the whole package, a complementary solid
stainless steel operating tool and stand are provided
together with a branded tool roll and high-quality tools
to make sure every detail is covered, leaving nothing

to chance.

The entire range of Purevision stoves are clearSkies

Level 4 or 5 certified, 2022 SIA Ecodesign ready verified
and listed, DEFRA exempt and listed, designed and
manufactured under both ISO 9001 quality and ISO 14001
Environmental management systems and of course fully
CE and UKCA marked to the latest UK and European

standards — for total peace of mind.

Charlton & Jenrick”




clearSkies Si A
WOOD-BURNING TECHNICAL DATA s

Total efficiency

Total efficiency is measured using well-established methods from
harmonised EU standards EN 13240 and EN 13229. It is an indicator of
the ability of a stove to turn fuel into heat for you. Although sometimes
misrepresented, it is not in fact a measure of clean burning at all — always

look at emissions data for that information. Many clean-burning stoves BPV5, BPVSi & BPVS CMAN W
have a low total efficiency and many efficient stoves have high emissions. BPVS Siim, CMAN Sim  E—
— BPVSW, CPVSW, BPVSIW & BPVSW CMAN s
CPV5W, ' '
! I
BPVS, BPVSIW  BPVSWSlim BPVSW Slim & CPSW Slim |
BPVSi& BPUSSlim, &BPVSW & HPVS & BPve | —
BPVSCMAN CMANSIim ~ CMAN ~ CPSWSlim  BPV8 ~ BPVR  HPVSW  LPV5  LPV8 —
BPVR | EE—
HPV5 & HPVSW —
Ecode5|gn EU LPV5
B cfiiciency Limit 75 75 75 75 75 75 75 75 75 —
2022 (%) LPVS liT-
—

74 75 76 77 78 79 80 81 82 83

DEFRA Optical Density

This graph demonstrates the excellent clean-burning characteristics BPVS, BPVSi & BPVS CMAN LOW

—
BPVS, BPV5i & BPV5 CMAN HIGH (s ‘
|

—

of the Purevision™ stove range during strictly controlled testing
BPVS5 Slim, CMAN Slim LOW

BPV5W Slim & CP5W Slim LOW  |=

requirements by up to 75%.
BPV5W Slim & CP5W Slim HIGH  |®

for DEFRA smokeless zone exemption for burning wood logs. BPVS Slim, CMAN Sfim HIGH s |
Average optical density readings beat limits by up to 97% and BPVSW, CPV5W, BPVSIW & BPVSW CMAN LOW  [= |
average electrostatic precipitator particulate emissions exceed BPVSW, CPVSW, BPVSIW & BPVSW CMAN HIGH |2 }
\
1

BPVSW, BPVSW, BPV8 LOW ==
BPVS, BPVS, BPVS BPVS CPVSW, CPVSW, BPVSW BPVSW BPVS HIGH |=
BPVSi BRI Slim, Slim, BPVSW BPVSW Sim& Slimé& BPVRLOW |m
&BPVS &BPUS CMAN CMAN &BPVSW &BPVSW CPSW  CPsW HPV5/ HPVS5/
CMAN CMAN Slim  Slim CMAN CMAN Sim  Sim BPV8 BPVS BPVR BPVR HPVSW HPVSW LPV5 LPVS LPV8 LPV8 BPVR HIGH
HPV5 LOW

LOW HIGH LOW HIGH LOW HIGH LOW HIGH LOW HIGH LOW HIGH LOW HIGH LOW HIGH LOW HIGH HPV5 HIGH

HPV5W LOW
HPV5W HIGH
LPV5 HIGH
LPV5 LOW

Optlsal LPV5W HIGH
Density
Limit 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6  |pswiow |8
(mins >0.2) o 1 2 3 4 5 6
DEFRA PD6434 Particulate Emissions
This graph also demonstrates the excellent clean-burning BPVS, BPVSi & BPVS CMAN LOW  fmmmmmm | | | | |
L .. . . . ! !
characteristics of the Purevision™ stove range during strictly BPVS, BPVSi & BPVS CMAN HIGH - } } } }
. . i H |—
controlled testing for DEFRA smokeless zone exemption for BPVS Slim, CMAN Siim LOW ey
. : ) s . BPVS Slim, CMAN Slim HIGH | ee——
burning wood logs. Average optical density readings beat limits BPVSW, CPVSW, BPV5IW & BPVSW CMAN LOW  fmmmmem | | | | | ‘
by up to 97% and average electrostatic precipitator particulate BPVSW, CPV5W, BPVSIW & BPVSW CMAN HIGH ——: } } } |
emissions exceed requirements by up to 75%. BPVSW Slim & CPSW Slim LOW S8
BPVSW Slim & CPSW Slim HIGH [ | | ||
BPVSW, BRSW, BPVE LOW N —
BPVS, BPVS, BPVS BPVS CPVSW, CPVSW, BPVSW BRVSW BPVB HIGH  [mm— [
BPVSi BPVSi Slim, Slim, BPVSIW BPVSW Siim& Slim& BPVRLOW [ ‘ I ‘
&BPV5 &BPVS CMAN CMAN &BAVSW &BPVSW CPSW  CPSW HPV5/ HPV5/ BPVRHIGH |memmmmmmm | ||
CMAN CMAN Slim  Slim CMAN CMAN Sim  Sim BPVS BPVS BPVR BPVR HPVSW HPVSW LPV5 LPVS LPV8 LPV8  ppysiow |messm | | | | | ‘
HPV5 HIGH —:— N
LW HiGH LOW. HIGH LOW. HGH LOW HIGH OW HIGH LOW HIGH LOW HGH LOW. HIGH LOW HIGH vy o e T T T ‘
HPV5W HIGH —:' N A
Lpvs Low e | ‘
LPV5 HIGH — ‘ ‘ ‘ ‘
LPVSW LOW [ N I ‘
PD6434 LPVSW HIGH — I N
[[)Particulates 6.1 69 63 7.6 63 74 72 63 67 81 61 73 63 7.5 63 74 67 83 0o 1 2 3 4 5 6 7 8 9
Limit (g/h)
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WOOD-BURNING TECHNICAL DATA

Ecodesign Particulate Emissions

Ecodesign particulate measurements are a comparative assessment
of clean burning used extensively in Europe. Emissions from the
Purevision™ range are up to 75% lower than the strictest EU
requirements, including the clearSkies certification scheme.

BPV5W,  BPV5W
BPV5,  BPV5  CPVSW,  Slim
BPV5i&  Slim,  BPVSIW &
BPVS  CMAN &BPVSW  CPSW HPVS &
CMAN  Slim  CMAN Slim BPV8  BPVR  HPVSW  LPVS LPV8

Ecodesign EU
Particulate Limit 40 40 40 40 40 40 40 40 40
2022 (Nmg/m?3)

BPV5, BPV5i & BPV5 CMAN * ‘ ‘ ‘ ‘

BPV5 Slim, CMAN Slim | TE—
—

BPV5W, CPV5W, BPV5iW & BPVSW CMAN ! \

BPV5W Slim & CP5W Slim | —

ppvs | M=

pPvR | —

HPVS & HPVSW
LPV5

LPV8

il

CO Emissions
CO emissions are being reduced and current EN 13240/13229 limits of 1%
are being updated. Charlton & Jenrick aims for 0.1% or less when burning
wood. The Purevision™ range already meets or exceeds the strictest EU
requirements, including the clearSkies certification scheme.
BPVSW,  BPVSW
BPVS,  BPVS  CPVSW,  Slim
BPUSI& Slm,  BPVSW &

BPV5  CMAN &BPVSW  CP5W HPV5 &
CMAN Slim CMAN Slim BPV8  BPVR  HPVSW  LPVS LPV8

BPV5W, CPV5W, BPV5iW & BPV5W CMAN

BPVS5, BPV5i & BPV5 CMAN

BPVS5 Slim, CMAN Slim

BPV5W Slim & CP5W Slim

BPV8

BPVR

HPVS5 & HPV5SW

LPV5
Ecodesign EU
Colmizozz 012 012 012 012 012 042 012 042 012 .
0 0.03 0.06 0.09 0.12

Organic Gaseous Carbon Emissions
Organic Gaseous Carbon forms part of emissions testing and is measured
according to well-established methods such as DIN+. The Purevision™
range already meets or exceeds the strictest EU requirements, including BPVS, BPVSI & BPVS CMAN : ; ; ;
the clearSkies certification scheme. BPVS Slim, CMAN Slim —

BPVSW,  BPVSW
BPV5,  BPV5  CPV5W,  Slim
BPV5i&  Slim,  BPVSIW &
BPV5  CMAN &BPVSW CPSW HPV5 &
CMAN  Slim  CMAN Slim BPV8  BPVR  HPVSW  LPVS LPV8

Ecodesign EU

OGC Limit 2022 120 120 120 120 120 120 120 120 120
(Nmg/m3)

BPV5W, CPV5W, BPV5IW
& BPV5W CMAN

BPV5W Slim & CP5W Slim

BPVS

BPVR I

HPV5W
LPV5
LPV8
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clearSkies s I A

STOVE INDUSTRY ASSOCIATION

NOx Emissions

Emissions of nitric oxide and nitrogen dioxide (known collectively as NOx)

are monitored as part of worldwide air quality standards and can be tested

using Ecodesign methods. Purevision™ stoves NOx emissions far exceed

the strictest EU requirements and the clearSkies certification scheme. BPVS, BPVSI & BPVS CMAN
BPVS Slim, CMAN Slim

BPVSW, - BPVSW BPV5W, CPV5W, BPV5iW & BPV5W CMAN
BPVS, BPVS  CPVSW,  Slim

BPVSI& Slim, BPVSW & ! !
BPVS  CMAN &BPVSW  CP5W HPV5 & BPVSW Slim & CPSW Slim
CMAN  Slim  CMAN  Slim  BPV8  BPVR HPVSW LPV5  LPVS

BPVS

Purevision
. NOx (Nmg/m?) 124 92 128 92 96 89 78 93 90 BPVR
HPV5 & HPV5W
Ecodesign EU

NOXx Limit 200 200 200 200 200 200 200 200 200
(Nmg/m3)

LPVS I —

e ——————————

0 25 50 75 100 125 150 175 200
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Charlton & Jenrick Company and Product Accreditations

Charlton & Jenrick have made a very substantial investment over the years in obtaining a wide range of accreditations
and trade body memberships to ensure that we are consistently offering the best possible products and services to
our customers. We not only manufacture appliances but we also put in huge behind-the-scenes efforts to ensure that

we input to and keep abreast of impending legislation, standards, product performance and environmental
requirements. Currently we subscribe and contribute to the following accreditations:

U K The UKCA (UK Conformity Assessed) mark is the

new UK product mark that replaced the CE mark for
C n products being placed on the market in Great Britain
(England, Wales and Scotland). It covers most products that
previously required the CE mark. All our fires comply to this
new mark.

HHIoc HHIC, the Heating and Hot Water Information
SRR 22 Council is a trade body representing the UK gas fire
hoistiv coomeit - indlustry. As part of the Energy and Utilities Alliance,
within the HHIC we have an input into EU and UK standards
committees, communicate with Government departments and

keep abreast of serious issues affecting the gas fire industry.

X @clJfires

n www.facebook.com/cJfires
www.charltonandjenrick.co.uk

68 | For more information call 01952 200444

e SIA, the Stove Industry Association is the UK
s I A trade body for the solid fuel stove industry. C&J
s are members of the Executive Committee and
currently chair the Technical Committee enabling input into UK
and EU standards committees and lines of communication into
Government departments and keeping up to date on a wide
range of issues affecting the industry.

Gas Safe Register is the mandatory national
competent persons scheme to allow work on
gas fittings and appliances in customers’ homes.
Our service and most of the sales team have completed
the regular training courses and sit the regular exams to
ensure our customers have the best support and service.

Charlton & Jenrick”




' ISO 9001 is the internationally recognised clearSkies is a certification mark for Emissions

standard for Quality Management Systems ({CET {5 and Energy Performance of domestic wood
IE=mm=m \hich in our case includes the activity of Sl & solid fuel stoves and fireplaces. clearSkies

product design and development as well as production, ratings, namely the certification levels, will show appliances
sale and support functions. Annual independent audits that meet defined emissions and efficiency thresholds that
and certification ensure continued compliance exceed the minimum requirements set by the ecodesign

in producing consistent quality products. regulation.

~ISO 14001 is the internationally recognised CE marking of products is mandatory for electric,

{ standard for Environmental Management CE gas, and wood-burning fires and stoves in Europe.
Systems. Once again this independently We always invest in independent testing and certification
audited and certified system makes sure that we are to ensure our products meet all necessary requirements
regularly monitoring and reviewing the impact of the for the regions we operate in g .

business and its products to ensure we minimise negative S - . -
impacts and promote best practice. i -

Please note: Our policy is one of constant development and improvement. We therefore reserve the right to revise the specification and
design of our products without formal notice. This brochure is presented as a guide to aid in your decision and does not replace the need
for technical assessment by your dealer. While the utmost care was taken in the preparation of this brochure, it is not intended to replace
the installation manual which provides more detailed information. Photography is for illustration purposes only and does not replace the
need to see the product in a showroom. We accept no liability for any loss or damage arising either directly or indirectly from the use

of this brochure. All designs in this brochure are design or copyright registered. Charlton & Jenrick, without exception, will take action
against any infringements of its designs.
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See our products live

We believe you need to see one

of our products with your own eyes
before purchasing, to fully understand
how it fits into your home.

This is why we sell through a network
of over 400 independent fireplace
showrooms right across the UK.
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SEE OUR OTHER
SOLID-FUEL RANGES

Fireline"" Statement stoves for every home

STOVE RANGE

BAKECHEF

ADVENTURER®

A range of

glamping,

cooking, outdoor

and conventional

stoves for home

and glamping i, T
environments.
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THE

Purevision™
Stoves

COLLECTION

Charlton & Jenrick”

Charlton & Jenrick Ltd, Unit D, CONNECT WITH US:
Stafford Park 2, Telford, Shropshire . ..
e X@chlres m charlton-&-jenrick-Itd

1IElB D773 202 n cJfires charltonandjenrick

e-mail: sales@charltonandjenrick.co.uk

@ charltonandjenrick.co.uk & csGroup @ cJfires
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